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Phoronix_Test 20120913

2 x Intel Xeon E5320 testing with a HP ProLiant DL380 G5 and ATl ES1000 on Ubuntu 10.04 via the Phoronix Test
Suite.

Test Systems:

HW _ Test

Processor: 2 x Intel Xeon E5320 @ 1.87GHz (8 Cores), Motherboard: HP ProLiant DL380 G5, Chipset: Intel 5000P
MCH, Memory: 1024 MB + 2048 MB + 1024 MB + 2048 MB + 1024 MB + 1024 MB DDR2-667MHz, Disk: 191GB,
Graphics: ATI ES1000, Monitor: VA1716w, Network: Broadcom NetXtreme 1| BCM5708 Gigabit

OS: Ubuntu 10.04, Kernel: 2.6.32-21-server (x86_64), Desktop: GNOME 2.30.2, Display Server: X Server 1.7.6, Display
Driver: ati 6.13.0, Compiler: GCC 4.4.3, File-System: ext4, Screen Resolution: 1024x768

Compiler Notes:  --build=x86_64-linux-gnu  --disable-werror  --enable-checking=release  --enable-clocale=gnu  --enable-languages=c,c++,fortran,objc,obj-c++
--enable-libstdcxx-debug  --enable-multiarch  --enable-nls  --enable-objc-gc  --enable-plugin  --enable-shared  --enable-threads=posix  --host=x86_64-linux-gnu
--target=x86_64-linux-gnu --with-arch-32=i486 --with-tune=generic -v

Disk Mount Options Notes: barrier=1,data=ordered,errors=remount-ro,relatime,rw
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PostMark - D.T.P (TPS) 1621

Standard Deviation 3.4%

RAMspeed SMP - Average - Integer (MB/s) 2779
RAMspeed SMP - Average - Floating Point (MB/s) 2689
C-Ray - Total Time (sec) 63.95

Standard Deviation 0.2%

Apache Benchmark - S.W.P.S (Regs/sec) 8827

Standard Deviation 7.4%
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PostMark 1.51

Disk Transaction Performance

= TFS, More Is Better

HW _Tes
SE +/-2101, N =7

300 600 900 1200 1500

RAMspeed SMP 3.5.0

Type: Average - Benchmark: Integer

= MB/s, More |s Better

HW Tes

a00 1200 1800 2400 3000

RAMspeed SMP 3.5.0

Type: Average - Benchmark: Floating Point

= MB/s, More |s Better

500 1200 1800 2400 3000
C-Ray 1.1
Total Time

+#f Seconds, Fewer |s Better

HW _Tes
SE +/-0.06, N =23

14 28 42 56 70

1. [CCh goc options: -lm -lpthread -03

Apache Benchmark 2.2.21

Static Web Page Serving

= Requests Per Second, More Is Better

HW _Tes
SE +/-267.83, N =6

2K 4K GE K 10K

1. [CCh goc options: -02 -pthread -lm -Irt -lorypt -lpthread -1d]

This file was automatically generated via the Phoronix Test Suite benchmarking software on Sunday, 24 October 2021
19:06.
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