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Test Systems:

bg
Processor: Intel Core i5-2320 @ 3.30GHz (4 Cores), Motherboard: ASUS B75M-PLUS, Chipset: Intel 2nd Generation
Core Family DRAM, Memory: 8192MB, Disk: 1000GB Seagate ST1000VX000-1CU1 + 240GB SanDisk Ultra II,
Graphics: NVE6 2048MB, Audio: Realtek ALC887-VD, Monitor: IPS234 + PLE2483H, Network: Realtek
RTL8111/8168/8411

OS: Ubuntu 18.04, Kernel: 4.15.0-52-generic (x86_64), Desktop: GNOME Shell 3.28.3, Display Driver: modesetting
1.19.5, OpenGL: 4.3 Mesa 18.0.5, File-System: ext4, Screen Resolution: 1920x1080

Compiler Notes: --build=x86_64-linux-gnu --disable-vtable-verify --disable-werror --enable-checking=release --enable-clocale=gnu --enable-default-pie
--enable-gnu-unique-object --enable-languages=c,ada,c++,go,brig,d,fortran,objc,obj-c++ --enable-libmpx --enable-libstdcxx-debug --enable-libstdcxx-time=yes
--enable-multiarch --enable-multilib --enable-nls --enable-objc-gc=auto --enable-offload-targets=nvptx-none --enable-plugin --enable-shared --enable-threads=posix
--host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686 --with-default-libstdcxx-abi=new
--with-gcc-major-version-only --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic --without-cuda-driver -v
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Disk Notes: CFQ / data=ordered,errors=remount-ro,relatime,rw
Processor Notes: Scaling Governor: intel_pstate powersave
System Notes: Disk Scheduler: CFQ.

 bg

IOzone - 64Kb - 4GB - Read Performance (MB/s) 6274

Standard Deviation 1.3%

IOzone - 64Kb - 2GB - Write Performance (MB/s) 146.70

Standard Deviation 16.1%
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