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AMD Ryzen 5 1400 Linux Benchmarks

Ryzen 5 1600 AF revision, B450 Tomahawk Max, Gigabyte RX580, DDR4-3200 CL16
Automated Executive Summary

Intel Core i9 7900X had the most wins, coming in first place for 57% of the tests.

Test Systems:

AMD A10-7870K

Processor: AMD A10-7870K Radeon R7 12 Compute Cores 4C+8G @ 3.90GHz (4 Cores), Motherboard: ASUS
A88XM-E, Chipset: AMD Family 15h, Memory: 15360MB, Disk: 250GB Samsung SSD 850, Graphics: ASUS AMD
Radeon R7 1024MB, Audio: AMD Kaveri HDMI/DP, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4
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Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

AMD FX-8350

Processor: AMD FX-8350 Eight-Core @ 4.00GHz (8 Cores), Motherboard: ASUS Crosshair V Formula, Chipset: AMD
RD9x0/RX980, Memory: 8192MB, Disk: 1000GB Western Digital WD10EARS-00M, Graphics: AMD FirePro V3800
512MB, Audio: Realtek ALC889, Network: Intel 82583V Gigabit Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

AMD FX-8370

Processor: AMD FX-8370 Eight-Core @ 4.00GHz (8 Cores), Motherboard: ASRock 990FX Killer, Chipset: AMD
RD9x0/RX980, Memory: 8192MB, Disk: 120GB SPCC Solid State, Graphics: AMD FirePro V8700 1024MB, Audio:
Realtek ALC1150, Network: Qualcomm Atheros Killer E220x Gigabit

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

AMD FX-8370E

Processor: AMD FX-8370E Eight-Core @ 3.30GHz (8 Cores), Motherboard: ASUS M5A99FX PRO R2.0, Chipset: AMD
RD9x0/RX980, Memory: 8192MB, Disk: 120GB Samsung SSD 850, Graphics: AMD FirePro V5900 2048MB, Audio:
Realtek ALC892, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

AMD Ryzen 5 1400

Processor: AMD Ryzen 5 1400 @ 3.20GHz (8 Cores), Motherboard: Gigabyte AB350N-Gaming WIFI-CF, Chipset: AMD
Device 1450, Memory: 16384MB, Disk: 128GB ADATA SU800, Graphics: LLVMpipe, Audio: NVIDIA Device 0fb8,
Network: Realtek RTL8111/8168/8411 + Intel Wireless 3165
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OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: nouveau 1.0.14 Gallium 0.4 (LLVM 4.0 128 bits), Compiler: GCC 6.3.0 20170406, File-System: ext4

Environment Notes: LIBGL_ALWAYS_SOFTWARE=1

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

AMD Ryzen 7 1700

Processor: AMD Ryzen 7 1700 Eight-Core @ 3.00GHz (16 Cores), Motherboard: MSI B350 TOMAHAWK (MS-7A34)
v1.0, Chipset: AMD Device 1450, Memory: 16384MB, Disk: 120GB Samsung SSD 840, Graphics: HIS AMD Radeon HD
7750/8740 / R7 250E 1024MB, Audio: AMD Cape Verde/Pitcairn, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

AMD Ryzen 7 1800X

Processor: AMD Ryzen 7 1800X Eight-Core @ 3.60GHz (16 Cores), Motherboard: MSI X370 XPOWER GAMING
TITANIUM (MS-7A31) v1.0, Chipset: AMD Device 1450, Memory: 16384MB, Disk: Samsung SSD 950 PRO 256GB,
Graphics: MSI AMD Radeon RX 470/480 8192MB, Audio: AMD Device aaf0, Network: Intel 1211 Gigabit Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand

Intel Pentium G4400

Processor: Intel Pentium G4400 @ 3.30GHz (2 Cores), Motherboard: MSI B150M MORTAR (MS-7972) v2.0, Chipset:
Intel Skylake, Memory: 8192MB, Disk: 120GB Samsung SSD 850, Graphics: Intel HD 510 (Skylake GT1) 3072MB
(1000MHz), Audio: Realtek ALC892, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i3 4130
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Processor: Intel Core i3-4130 @ 3.40GHz (4 Cores), Motherboard: Intel DH87RL, Chipset: Intel 4th Gen Core DRAM,
Memory: 1536MB, Disk: 128GB TOSHIBA THNSNH12, Graphics: Intel Haswell 1536MB (1150MHz), Audio: Intel Xeon
E3-1200 v3/4th, Network: Intel Connection 1217-V

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i3 7100

Processor: Intel Core i3-7100 @ 3.90GHz (4 Cores), Motherboard: Gigabyte B250M-DS3H-CF, Chipset: Intel Device
590f + B250, Memory: 8192MB, Disk: 250GB Western Digital WDS250G1B0A-, Graphics: Intel Kabylake GT2 3072MB
(1100MHz), Audio: Realtek ALC887-VD, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes:  --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core 15 2500K

Processor: Intel Core i5-2500K @ 3.70GHz (4 Cores), Motherboard: SAPPHIRE Pure Black P67 Hydra, Chipset: Intel
2nd Generation Core Family DRAM, Memory: 3072MB, Disk: 120GB SanDisk SDSSDA12, Graphics: ASUS AMD
Radeon HD 4890 1024MB, Audio: Realtek ALC892, Network: Marvell 88E8057 PCI-E Gigabit

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i5 4670

Processor: Intel Core i5-4670 @ 3.80GHz (4 Cores), Motherboard: MSI B85M-P33 (MS-7817) v1.0, Chipset: Intel 4th
Gen Core DRAM, Memory: 8192MB, Disk: 63GB SanDisk SDSSDPO06, Graphics: Intel Haswell Desktop 1536MB
(1200MHz), Audio: Intel Xeon E3-1200 v3/4th, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
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--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v
Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i5 6500

Processor: Intel Core i5-6500 @ 3.60GHz (4 Cores), Motherboard: Gigabyte Z170M-D3H-CF, Chipset: Intel Skylake,
Memory: 8192MB, Disk: 250GB Samsung SSD 850, Graphics: Intel HD 530 (Skylake GT2) 3072MB (1050MHz), Audio:
Realtek ALC892, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i5 6600K

Processor: Intel Core i5-6600K @ 3.90GHz (4 Cores), Motherboard: MSI Z170A GAMING PRO (MS-7984) v1.0,
Chipset: Intel Skylake, Memory: 15360MB, Disk: 256GB TS256GSSD370S, Graphics: Intel HD 530 (Skylake GT2)
3072MB (1150MHz), Audio: Realtek ALC1150, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i5 7600K

Processor: Intel Core i5-7600K @ 4.20GHz (4 Cores), Motherboard: Gigabyte Z270M-D3H-CF, Chipset: Intel Device
591f + Z270, Memory: 8192MB, Disk: Samsung SSD 950 PRO 256GB, Graphics: Intel HD 630 (Kaby Lake GT2)
3072MB (1150MHz), Audio: Realtek ALC892, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes:  --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 3770K

Processor: Intel Core i7-3770K @ 3.90GHz (8 Cores), Motherboard: ECS Z77H2-A2X v1.0, Chipset: Intel Xeon E3-1200
v2/3rd, Memory: 8192MB, Disk: 160GB INTEL SSDSA2M160, Graphics: Intel Ivybridge Desktop 1536MB (1150MHz),
Audio: Realtek ALC892, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
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Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 4790K

Processor: Intel Core i7-4790K @ 4.40GHz (8 Cores), Motherboard: Gigabyte Z97-HD3P, Chipset: Intel 4th Gen Core
DRAM, Memory: 16384MB, Disk: 120GB OCZ TRION100, Graphics: Intel Haswell Desktop 1536MB (1250MHz), Audio:
Intel Xeon E3-1200 v3/4th, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core 17 4960X

Processor: Intel Core i7-4960X @ 3.60GHz (12 Cores), Motherboard: MSI X79MA-GD45 (MS-7738) v1.0, Chipset: Intel
Xeon E7 v2/Xeon, Memory: 8192MB, Disk: VisionTek 240GB, Graphics: AMD FirePro V4800 1024MB, Audio: Realtek
ALC892, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 5775C

Processor: Intel Core i7-5775C @ 3.70GHz (8 Cores), Motherboard: CompuLab v1.0, Chipset: Intel Broadwell-U- DMI,
Memory: 16384MB, Disk: 256GB ADATA SP310, Graphics: eVGA NVIDIA GeForce GTX 950 2048MB, Audio: Realtek
ALCB886, Network: Intel Connection 1218-LM + Intel Wireless 7260

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: nouveau 1.0.14, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 5960X
Processor: Intel Core i7-5960X @ 3.50GHz (16 Cores), Motherboard: ASRock X99 Extreme3, Chipset: Intel Xeon E7
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v3/Xeon, Memory: 16384MB, Disk: 120GB INTEL SSDSC2BW12, Graphics: AMD FirePro V7900 2048MB, Audio:
Realtek ALC1150, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 6800K

Processor: Intel Core i7-6800K @ 3.80GHz (12 Cores), Motherboard: MSI X99A WORKSTATION (MS-7A54) v1.0,
Chipset: Intel Xeon E7 v4/Xeon, Memory: 16384MB, Disk: 120GB Samsung SSD 850 + 4 x 120GB TOSHIBA-TR150,
Graphics: NVIDIA GeForce GTX TITAN X 12288MB, Audio: Realtek ALC1150, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: nouveau 1.0.15, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 7700K

Processor: Intel Core i7-7700K @ 4.50GHz (8 Cores), Motherboard: MSI Z270-A PRO (MS-7A71) v1.0, Chipset: Intel
Device 591f + 2270, Memory: 16384MB, Disk: Samsung SSD 950 PRO 256GB, Graphics: Sapphire AMD Radeon R9
FURY / NANO 4096MB, Audio: Realtek ALC892, Network: Realtek RTL8111/8168/8411

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core i7 7740X

Processor: Intel Core i7-7740K @ 4.50GHz (8 Cores), Motherboard: MSI X299 SLI PLUS (MS-7A93) v1.0, Chipset: Intel
Device 591f, Memory: 16384MB, Disk: 240GB Force MP500, Graphics: Sapphire AMD Radeon R9 FURY / NANO
4096MB, Audio: Realtek ALC1220, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v
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Processor Notes: Scaling Governor: intel_pstate powersave

Intel Core 19 7900X

Processor: Intel Core i7-7900X @ 4.50GHz (20 Cores), Motherboard: MSI X299 SLI PLUS (MS-7A93) v1.0, Chipset:
Intel Device 2020, Memory: 16384MB, Disk: 240GB Force MP500, Graphics: Sapphire AMD Radeon R9 FURY / NANO
4096MB, Audio: Realtek ALC1220, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Xeon E3-1280 v5

Processor: Intel Xeon E3-1280 v5 @ 4.00GHz (8 Cores), Motherboard: MSI C236A WORKSTATION (MS-7998) v1.0,
Chipset: Intel Skylake, Memory: 16384MB, Disk: 256GB TOSHIBA-RD400, Graphics: Sapphire AMD Radeon RX
470/480 4096MB, Audio: Realtek ALC1150, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: modesetting 1.19.3, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Xeon E5-1680 v3

Processor: Intel Xeon E5-1680 v3 @ 3.80GHz (16 Cores), Motherboard: ASUS X99-A, Chipset: Intel Xeon E7 v3/Xeon,
Memory: 16384MB, Disk: 60GB Patriot Torch, Graphics: eVGA NVIDIA GeForce GT 740 1024MB, Audio: Realtek
ALC1150, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: nouveau 1.0.14, Compiler: GCC 6.3.0 20170406, File-System: ext4

Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror  --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

Intel Xeon E5-2687W v3

Processor: Intel Xeon E5-2687W v3 @ 3.50GHz (20 Cores), Motherboard: MSI X99S SLI PLUS (MS-7885) v1.0,
Chipset: Intel Xeon E7 v3/Xeon, Memory: 32768MB, Disk: 80GB INTEL SSDSCKGWO08, Graphics: NVIDIA GeForce
GTX 770 2048MB, Audio: Realtek ALC892, Network: Intel Connection

OS: Ubuntu 17.04, Kernel: 4.12.0-999-generic (x86_64), Desktop: Unity 7.5.0, Display Server: X Server 1.19.3, Display
Driver: nouveau 1.0.14, Compiler: GCC 6.3.0 20170406, File-System: ext4
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Compiler Notes: --build=x86_64-linux-gnu  --disable-browser-plugin  --disable-vtable-verify  --disable-werror --enable-checking=release --enable-clocale=gnu
--enable-default-pie --enable-gnu-unique-object --enable-gtk-cairo --enable-java-awt=gtk --enable-java-home --enable-languages=c,ada,c++,java,go,d,fortran,objc,obj-c++
--enable-libmpx  --enable-libstdcxx-debug  --enable-libstdcxx-time=yes --enable-multiarch  --enable-multilib  --enable-nls  --enable-objc-gc=auto  --enable-plugin
--enable-shared --enable-threads=posix --host=x86_64-linux-gnu --program-prefix=x86_64-linux-gnu- --target=x86_64-linux-gnu --with-abi=m64 --with-arch-32=i686
--with-arch-directory=amd64 --with-default-libstdcxx-abi=new --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic -v

Processor Notes: Scaling Governor: intel_pstate powersave

1600AF

AMD Ryzen 5 1600AF

Processor: AMD Ryzen 5 1600 Six-Core @ 3.20GHz (6 Cores / 12 Threads), Motherboard: MSI B450 TOMAHAWK
MAX (MS-7C02) v1.0 (3.50 BIOS), Chipset: AMD 17h, Memory: 16GB, Disk: 2000GB Seagate ST2000DM001-9YN1 +
240GB Western Digital WDS240G2GO0A-, Graphics: Gigabyte AMD Radeon RX 470/480/570/570X/580/580X 8GB
(1340/2000MHz), Audio: AMD Ellesmere, Monitor: S24F350, Network: Realtek RTL8111/8168/8411

OS: elementary 5.1.4, Kernel: 5.3.0-51-generic (x86_64), Display Server: X Server 1.20.5, Display Driver: modesetting
1.20.5, OpenGL: 4.5 Mesa 19.2.8 (LLVM 9.0.0), Compiler: GCC 7.5.0, File-System: ext4, Screen Resolution: 1920x1080

Compiler Notes: --build=x86_64-linux-gnu --disable-vtable-verify --disable-werror --enable-bootstrap --enable-checking=release --enable-clocale=gnu --enable-default-pie

--enable-gnu-unique-object --enable-languages=c,ada,c++,9o,brig,d,fortran,objc,obj-c++ --enable-libmpx --enable-libstdcxx-debug --enable-libstdcxx-time=yes
--enable-multiarch --enable-multilib  --enable-nls --enable-objc-gc=auto --enable-offload-targets=nvptx-none --enable-plugin --enable-shared --enable-threads=posix
--host=x86_64-linux-gnu  --program-prefix=x86_64-linux-gnu-  --target=x86_64-linux-gnu  --with-abi=m64  --with-arch-32=i686  --with-default-libstdcxx-abi=new

--with-gcc-major-version-only --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic --without-cuda-driver -v

Processor Notes: Scaling Governor: acpi-cpufreq ondemand - CPU Microcode: 0x800820d

Python Notes: Python 2.7.17 + Python 3.6.9

Security Notes: itlo_multihit: Not affected + I1tf: Not affected + mds: Not affected + meltdown: Not affected + spec_store_bypass: Mitigation of SSB disabled via prctl and
seccomp + spectre_v1: Mitigation of usercopy/swapgs barriers and __user pointer sanitization + spectre_v2: Mitigation of Full AMD retpoline IBPB: conditional STIBP:
disabled RSB filling + tsx_async_abort: Not affected
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o7 7. 4. 9. 05 91 99 53 33 89 63 82 16 47 55 08 53 40 98 81 35 31 93 78 36 52 24 49
Bench 37 51 11 73

mark -
P.P.S
(MFL
OPS)
Normali 31. 23. 23. 24. 33. 36. 40. 72. 48. 83. 52. 66. 77. 85. 82. 53. 75 51. 73. 63. 71. 95. 93. 10 8l1. 68. 64. 38.
zed 47 42 31 17 74 64 25 3% 1% 59 47 57 76 53 42 98 67 72 8% 17 68 05 78 0% 8% 91 61 58
Standar 04 04 03 02 01 01 02 03 3% 04 02 04 08 04 05 03 24 03 04 11 24 17 43 13 32 01 04 14
d % % % % % % % % % % % % % % % % % % % % % % % % % % %
Deviatio
Small 17 87 88 10 87 43 37 23 16 13 12 10 11 10 94 80 63 54 75 42 50 61 59 52 71 37 36 53
pt- 2 6 0 3 5 8 1 4 5
G.ILR.
1S
(sec)
Normali 20. 41. 40. 33. 41. 83. 97. 15. 22. 26. 28. 35. 31. 34. 38. 45 57. 66. 48 85 72 59. 61. 69. 50. 97. 10 67.
zed 93 38 91 96 38 72 3% 65 09 67 13 64 58 29 3% % 14 67 % 71 % 02 02 23 7% 3% 0% 92
sandar 24 ST T T T T 11 14 19 35 16 ’
d % % % % % % %
Deviatio
FLAC 9. 9. 9. 9. 6. 5. 5. 6. 6. 5. 7. 5. 5. 5.4, 6. 4 7. 5. 6. 6. 4. 4. 4. 5 5 6. 6.
Audio 91 65 97 42 23 72 23 67 73 07 66 75 49 07 72 70 98 16 91 54 00 45 39 42 02 86 36 10
Encod 7
ing -
WAV
To
FLAC
(sec)
Normali 44. 45. 44. 46. 70. 76. 83. 65. 65. 86. 57. 76. 79. 86. 93. 65. 88. 61. 74. 67. 73. 98. 10 99. 87. 74. 69. 71.
zed 3% 49 03 6% 47 75 94 8 23 59 31 35 96 59 01 52 15 31 28 13 17 65 0% 32 45 91 03 88
Standar 0% 0.6 02 07 02 01 02 03 13 06 01 01 0% 0% 02 55 02 0.4 04 05 21 12 07 09 09 04 02 02
d % % % % % % % % % % % % % % % % % % % % % % % % %
Deviatio

n
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LAME 13 13 14 13 10 9. 8 11 11 9. 12 10 10 9. 9. 10 8 11 10 11 9. 8 8. 8. 9. 10 11 10

MP3 9 6 0 3 7 8 9% 3 7 77 .0 3 5 7001 .9 97 8 .1 .2 91 64 39 58 71 4 5 .0
Encod 3 7 0 6 1 9 4 5 4 0 5 9 3 7 8 0 67
ing -
WAV
To
MP3
(sec)
Normali 60. 61. 59. 62. 78. 85 93. 73. 71. 85 69. 81. 79. 86. 93. 76. 93. 70. 82. 74 84 97. 10 97. 86. 80. 72. 83.
zed 23 38 93 8% 34 52 74 66 47 8 63 14 9% 49 12 62 53 56 82 45 66 11 0% 79 41 06 96 34
Standar 0.4 04 02 05 02 03 02 01 05 05 01 04 01 02 01 11 16 01 13 07 11 26 06 65 29 1% 23 04
d% % % % % % % % % % % % % % % % % % % % % % % % % % %
Deviatio

Open 33 70 69 57 49 99 11 28 28 36 42 54 56 61 68 55 73 80 65 11 99 84 85 20 69 12 13 80
SSL-9. 0. 7. 8 3. 1. 46 2. 3. 8 3. 9. 4 4. 5 4. 5 9. 8 030 4 4. 57 7. 70 38 9.
R.4.b. 87 23 77 93 90 37 37 17 23 27 07 77 17 00 00 77 77 40 33 40 63 23

p
(Signs
/sec)
Normali 16. 34. 33. 28. 24. 48. 55. 13. 13. 17. 20. 26. 27. 29. 33. 26. 35. 39. 32. 53. 48. 41. 41. 10 33. 61. 65. 39.
zed 52 04 92 15 01 2% 72 73 77 9% 58 69 46 86 3% 93 77 37 01 62 15 05 55 0% 9% 74 07 35
Standar 0.1 02 02 0% 01 01 0% 01 01 0% 0% 03 03 06 03 01 01 01 01 01 01 06 0% 23 01 01 0% 01
d % % % % % % % % % % % % % % % % % % % % % %
Deviatio

Darkta 47 39 29 33 19 16 15 11 77 54 31 26 59 54 51 46 24 25 22 13 15 25 24 12 32 12 13
ble-4 4 4 5 4 4 43 8 0.7 6 0 .2 8 0 6 8.0 6 0.8 8 9 .7 5 38
Boat-2 4 4 2 2 0 3 016 6 8 8 6 0 2 3 6 8 2 0 8 8 6 0 0 8 3
CPU-o0
nly
(sec)
Normali 26. 31. 42. 37. 64. 76. 81. 11. 16. 23. 39. 47. 21. 23. 24. 27. 51. 48. 57. 92. 83. 48. 50. 97. 38. 10 90.
zed 53 9% 73 53 78 71 53 13 16 27 58 15 3% 21 28 33 01 61 13 5% 42 61 6% 52 47 0% 96

Standar 0.7 03 2% 34 02 02 04 0% 21 0% 0% 03 0% 01 01 0% 01 01 01 03 04 0% 0% 59 0% 04 0.6
d % % % % % % % % % % % % % % % % % %
Deviatio

n
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Darkta 34 21 18 21 15 9. 8. 12 40 40 21 17 43 39 37 17 12 11 13 9. 9. 18 18 5. 22 8. 8.
ble-.3 0 7 9 3 47 440 2 8 2 1 2 8 5 9 6 9 4 0853 .3 .0 8 .6 03 03
Massk 4 2 9 2 5 76 4 8 1 4 8 1 8 7 3 1 7 3
rug -
CPU-o0
nly
(sec)
Normali 16. 27. 30. 26. 37. 61. 68. 48 14. 14. 27. 33. 13. 14. 15. 32. 45. 48. 43. 64. 61. 31. 32. 10 25. 72. 72

(2}
(¢]

zed 95 69 97 55 92 46 96 2% 46 24 44 92 46 61 49 5% 9% 62 34 1% 07 79 21 0% 72 48 48
Standar 0.2 04 04 02 04 01 02 02 1% 01 02 01 0% 0% 01 01 01 01 02 1% 03 02 0% 04 0% 05 1.1
d% % % % % % % % % % % % % % % % % % % % %
Deviatio
Darkta 25 17 15 17 10 7. 6. 11 36 17 16 12 11 11 12 16 10 10 11 6. 7. 8. 8. 4. 10 6. 6.
ble-.7 7 4 7 8 45 741 7 5 7 9 9 0O 5 3 3 8 .0 80 33 83 33 27 .8 14 31
Server 5 2 6 7 9 67 5 2 1 9 9 9 3 5 6 0 2 6
Room
CPU-0
nly
(sec)
Normali 16. 24. 27. 24. 39. 57. 63. 3.8 11. 24. 25. 32. 35 38. 34. 26. 41. 39. 38. 62. 58 48. 51. 10 39. 69. 67.
zed 58 1% 62 03 21 32 35 2% 62 37 55 87 61 5% 08 12 22 54 75 79 25 36 26 0% 32 54 67

Standar 0.3 05 05 14 1% 03 01 0% 28 01 04 02 01 01 03 02 07 03 04 02 01 01 01 04 01 04 15
d % % % % % % % % % % % % N %N % %N %N %N N N B N %N % %

Deviatio

GIMP 8 9. 8 9. 6. 6. 5. 6. 7. 5. 6. 5. 5 5 4 6. 4 6. 5 6. 6. 4. 4. 7. 5 6. 6.
- 97 38 64 62 78 22 39 27 37 17 90 75 70 18 82 17 78 82 65 86 05 35 35 11 17 41 98

auto-I

evels

(sec)

Normali 48. 46. 50. 45. 64. 69. 80. 69. 59. 84. 63. 75. 76. 83. 90. 70. 91 63. 76. 63. 71. 10 10 61. 84 67. 62.
zed 499 38 35 22 16 94 71 38 02 14 04 65 32 98 25 5% % 78 99 41 9% 0% 0% 18 14 86 32

Standar Ol.3 1b. l,.5 1.1 O’.5 2l.3 E)’% 1.8 ;% Ol.l 3.1 "34 1.6 E)G 03 0% 0.6 "2'% l,.5 27 14 06 15 1l1. ll.5 "21 1.7
d % 5% % % % % % % % % % % % % % % % % % 9% % % %
Deviatio
GIMP 19 19 18 21 15 14 12 11 15 9. 13 11 10 9. 9. 12 9. 14 11 14 12 8 8. 13 9. 13 14
-3 0 8 45115177046 6 .7 7819 3 9% .1 5 8 5 3 29 .0 72 3 7
unsha 6 8 2 4 8 2 4 5 6 5 1 3 7 8 0 6 2 0 1 8
rp-ma
sk
Normali 42. 43. 44. 38. 53. 58. 68. 71. 54. 85. 60. 71. 77. 84. 90. 67. 83. 58. 72. 55. 66. 98. 10 63. 85. 62. 56.
zed 82 45 05 67 21 71 29 77 68 46 73 4% 26 76 21 02 23 46 09 79 21 81 0% 77 29 28 09
% % % % % % % % % % % % % % % % % % % % % % % % %
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Standar 0.1 21 16 17 1.1 02 09 02 04 02 02 03 04 04 02 05 0% 02 08 05 09 02 06 51 05 14 31

d% % % % % % % % % % % % % % % % % % % % % % % % % %
Deviatio
Blend 16 10 99 11 75 66 52 18 14 10 11 82 83 76 70 82 52 73 59 54 50 46 40 57 45 53 58
er- 65 02 9. 64 9. 2. 7. 60 76 03 77 3. 0. 8 0. 2. 8 4. 0. 6. 2. 1. 1. 2. 8 5. 0.
BMW2 91 95 51 84 69 99 92 24 92 47 24 70 93 23 62 14 71 61 23 46
7 -
CPU-
Only
(sec)
Normali 24. 40. 40. 34. 52. 60. 76 21. 27. 39. 34. 48. 48. 52. 57. 48. 75. 54. 67. 73. 79. 86. 10 70. 87. 74. 69.
zed 09 02 12 48 79 55 % 57 19 99 08 7% 27 17 29 75 91 63 91 34 87 9% 0% 04 47 95 11
- 67
auto-I 9
evels
(sec)
Standar 3%
d
Deviatio
GIMP 14
- 9
unsha 79
rp-ma
sk
Standar 0.4
d %
Deviatio

n
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This file was automatically generated via the Phoronix Test Suite benchmarking software on Friday, 8 March 2024
12:44.
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