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Running pts/dcraw-1.1.1 via the Phoronix Test Suite.

Test Systems:

zip
Intel Core i7 640L

Processor: Intel Core i7 640L @ 2.13GHz (4 Cores), Motherboard: HP 7008, Chipset: Intel Core DRAM, Memory: 2 x
2048 MB DDR3-1333MT/s Hynix, Disk: 320GB Seagate ST9320325AS, Graphics: Intel Core IGP, Audio: IDT
92HD75B3X5, Network: Intel 82577LM Gigabit Connection + Intel Centrino Advanced-N 6200

OS: Ubuntu 18.04, Kernel: 4.15.0-118-generic (x86_64), Desktop: GNOME Shell 3.28.4, Display Server: X Server
1.19.6, Display Driver: modesetting 1.19.6, OpenGL: 2.1 Mesa 20.0.8, File-System: ext4, Screen Resolution: 1280x800

Compiler Notes: --build=x86_64-linux-gnu --disable-vtable-verify --disable-werror --enable-bootstrap --enable-checking=release --enable-clocale=gnu --enable-default-pie
--enable-gnu-unique-object --enable-languages=c,ada,c++,9o,brig,d,fortran,objc,obj-c++ --enable-libmpx --enable-libstdcxx-debug --enable-libstdcxx-time=yes
--enable-multiarch --enable-multilib  --enable-nls --enable-objc-gc=auto --enable-offload-targets=nvptx-none --enable-plugin --enable-shared --enable-threads=posix
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--host=x86_64-linux-gnu  --program-prefix=x86_64-linux-gnu-  --target=x86_64-linux-gnu  --with-abi=m64  --with-arch-32=i686  --with-default-libstdcxx-abi=new
--with-gcc-major-version-only --with-multilib-list=m32,m64,mx32 --with-target-system-zlib --with-tune=generic --without-cuda-driver -v
Processor Notes: Scaling Governor: acpi-cpufreq ondemand

zip Intel Core i7 640L

Gzip Compression - L.S.T.A.T.t.g (sec) 299.53
Standard Deviation 3.3%

dcraw - R.T.P.I.C (sec) 93.78
Standard Deviation 3.4%
FLAC Audio Encoding - WAV To FLAC (sec) 22.62
Standard Deviation 3%
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Gzip Compression

Linux Source Tree Archiving To .targz

o Seconds, Fewer s Better

zZip
SE +/-4.44, N =5

70 140 210 280 350

dcraw
RAW To PPM Image Conversion

| Seconds, Fewer |s Better

Intel Core i7 640L
SE +/-1.44, N=5

20 40 &0 a0 100

1. [CCh gec options: -lm

FLAC Audio Encoding 1.3.2

WAV To FLAC

| Seconds, Fewer |s Better

Intel Core i7 640L
SE +/-0.30,N=5

1. [CX¥) g++ options: -02 fisibility=hidden -Im

This file was automatically generated via the Phoronix Test Suite benchmarking software on Saturday, 8 May 2021
16:09.
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